TYPICAL CUSTOMER
INFEED (EXTEND LANE
DIVIDERS AS FAR
UPSTREAM AS POSSIBLE!)

UTILIZE LANES 1 AND 2 for (2x2) 4-PACK
UTILIZE LANES 1 THRU 3 FOR (2x3) 6-PACK
UTILIZE LANES 1 THRU 4 FOR (3x4) 12-PACK
UTILIZE LANES | THRU 6 FOR (2x6) 12-PACK
UTILIZE LANES 1 THRU 6 FOR (4x6) 24-PACK

DOWN PRODUCT SENSORS
(SUPPLIED BY WESTROCK,
MOUNTED BY CUSTOMER)
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OPTIONAL INTERNAL
DOWN PRODUCT SENSORS—
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EXTENDED CARTON HOPPER.
HOPPER HEIGHT APPROX.
SAME AS LINE HEIGHT.

(VARIES WITH CARTON HEIGHT)
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F  FIXED PACKAGE SIDE (OUTFEED)
/ RANGE OF PACKING OPTIONS
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SUGGESTED OUTLINE OF
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BE SPECIFIED FOR
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SEE INFEED DETAIL
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NOTES:

1.0 MACHINE SIZE

1.1 OVERALL LENGTH (SEE DRAWING)

1.2 OVERALL WIDTH (SEE DRAWING)

1.3 MINIMUM LINE HEIGHT (SEE DRAWING)
1.4 APPROX. SHIPPING WEIGHT: 22,000 lbs.

2.0 MACHINE FRAME
2.1 CONSTRUCTION: WELDED STEEL
2.2 FINISH: STEEL-IT POLYURETHANE (APPROX RAL.9007)

3.0 PACKAGE CONFIGURATION

3.1 SEE DRAWING AND CUSTOMER SPECIFICATIONS.
PRODUCT: ALUMINUM CANS (VARIOUS DIA & HTS)

3.2 CARTONS ARE PREGLUED SLEEVES, WHICH ARE ERECTED,
SIDE LOADED, AND END FLAPS FOLDED AND GLUED
WITH HOT MELT.

4.0 POWER REQUIREMENTS
4.1 LINE VOLTAGE: 480 VAC, 3 PHASE, 60 HZ
(CUSTOMER TO SPECIFY IF LINE VOLTAGE IS DIFFERENT)

A 4.2 TOTAL ELECTRICAL POWER REQUIRED: 39 kVA MAX.

DO NOT ATTACH CONVEYOR OR STATIONARY ITEMS
TO MOVABLE(OPERATOR) SIDE OF MACHINE.

TRANSFORMERS SUPPLIED BY WESTROCK

f (REMOVED FOR SHIPPING).

I o

/N

4.3 TOTAL FULL LOAD CURRENT: 48 AMPS @ 480 V

4.4 ISOLATION TRANSFORMER: LINE VOLTAGE / 480 V
SUPPLIED BY WESTROCK
(CUSTOMER TO SUPPLY CONNECTION TO MACHINE MOUNTED
ELECTRICAL ENCLOSURE AS SHOWN)

4.5 UPS PROTECTION (SUPPLIED BY WESTROCK)

4.6 CIRCUIT PROTECTION AMPS: 60

5.0 DRIVE
5.1 INDRAMAT SERVO MOTORS AND DRIVES (17)

A 6.0 MECHANICAL SUPPLY
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CUSTOMER SUPPLIED PLATFORM SHOULD BE EXTENDED
INTO THE MACHINE UP TO THIS I-BEAM AND FLUSH

/
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WITH TOP OF FLANGE. SEE CUTAWAY IN TOP VIEW:

4784 12154 3mm]

INFEED VIEW

PRELIMINARY DRAWING:

THE LOCATION, OUTLINE AND DIMENSIONS OF

EQUIPMENT AND/OR ARCHITECTURAL DETAIL

SHOWN ON THIS DRAWING ARE BASED ON

INFORMATION AVAILABLE AT THE TIME THE

PLAN WAS MADE, THE DRAWING IS INTENDED

FOR GENERAL PLANNING ONLY, WESTROCK PACKAGING

SYSTEMS DOES NOT RECOMMEND USING IT FOR ANY OTHER PURPOSE.
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28'-61" [8708mm]

72.0mm
[2.83"]

SIDE VIEW

6.4mm

[0.25"]
REXNORD HP7706 444.5mm (17.5") WIDE
12.7mm (0.5") THICK.

115.0mm

WESTROCK SUPPLIES CHAIN INSIDE

[4.53"] A

1 172.0mm
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MACHINE UP TO INFEED CONVEYOR
/ INTERFACE AS SHOWN.

CUSTOMER TO SUPPLY ADDITIONAL

CHAIN AS NEEDED.

254.0mm

[10.00"]

INFEED SIDE DETAIL
SCALE: 4x

_»__4.8mm
[0.19"]

INFEED END DETAIL

SCALE: 4x

42[1067. 1mm]
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9'-43" [2864mm]

—
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OUTFEED VIEW

SEE DWG U5013866M FOR SUGGESTED
OUTFEED CONVEYOR INTERFACE

1) ADDED LINES FOR CUSTOMER SUPPLIED PLATFORM, 2) ADDED
CAN PACK OPTION RANGES, 3) CHANGED LIGHT CURTAIN LINETYPE.

ORH

1-11-19

1) ADDED AUTOWASH LOCATION, 2) ADDED AUTOWASH
SPECS, 3) PAINT WAS BY CUST SPEC. 4) REV ELECT DROP.

Jwc

6.1 COMPRESSED AIR REQUIRED: 10 cfm (17 Nm3/h)
AT 80 psi (5.5 bar), MIN.

6.2 WASHDOWN WATER (OPTIONAL): <130F (55C),
50PSI (3.4 BAR), 5GPM (19 L/MIN)

7.0 VACUUM FOR CARTON FEEDER
7.1 BECKER VACUUM PUMPS (3).

1257 31942mm] g 0| UBRICATION

8.1 AUTO LUBRICATION (OIL) SYSTEM: BIJUR

9.0 HOT MELT ADHESIVE APPLICATION
9.1 HOT MELT TANK: NORDSON

10.0 OPERATOR LOCATION
10.1 SEE DRAWING

11.0 SAFETY GUARDS
11.1 LIGHT CURTAINS ALONG BOTH SIDES OF MACHINE
11.2 INDIVIDUAL GUARDS AS REQUIRED

12.0 CARTON HOPPER
12.1 EXTENDED CARTON HOPPER PROVIDES APPROXIMATELY
10 MIN. RUNNING TIME AT 150 PPM.

13.0 INFEED ARRANGEMENTS

13.1 SIX (6) LANE INFEED CONVEYOR.

13.2 INFEED CONVEYOR EXTENSION WITH LANE DIVIDERS
TO BE SUPPLIED BY CUSTOMER. ADDITIONAL LINE
PRESSURE IS NOT REQUIRED AND IS TO BE AVOIDED.
APPROXIMATELY 18 ADDITIONAL FEET OF CUSTOMER
INFEED CONVEYOR CAN BE DRIVEN BY MACHINE DRIVE.

13.3 DOWN PRODUCT SENSORS PROVIDED BY WESTROCK.

13.4 SENSORS FOR SPEED CONTROL SUPPLIED BY CUSTOMER.

14.0 OUTFEED ARRANGEMENTS

14.1 OUTFEED BACKUP SENSOR PROVIDED BY WESTROCK, TO
BE MOUNTED TO CUSTOMER SUPPLIED OUTFEED CONVEYOR.
SENSOR MUST BE LOCATED TO PROVIDE AT LEAST 2 SECONDS
OF ACCUMULATION TIME AFTER STOP SIGNAL.
ROTATORS, DIVIDERS, INCLINES MUST BE LOCATED
DOWNSTREAM TO ALLOW FOR AT LEAST
2 SECONDS OF ACCUMULATION TIME.

15.0 EQUIPMENT SUPPLIED BY CUSTOMER

15.1 DEPENDING ON THE LINE HEIGHT, RAISED PLATFORMS MAY BE
REQUIRED ON BOTH SIDES OF THE MACHINE FOR EASIER ACCESS
AND HOPPER LOADING.

15.2 MINIMUM LINE HEIGHT OF 42" FOR THIS MACHINE

15.3 CUSTOMER MUST SPECIFY IF LINE HEIGHT IS GREATER THAN
47" FOR THIS MACHINE.

8-3-18

1) ADDED CIRCUIT PROTECTION AND CHANGE POWER
REQUIREMENT 2)CHANGE WORDING.
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NOTICE: THIS DRAWING AND ALL DATA.L DESIGNS, STRUCTURES AND DESCRIPTIONS SHOWN THEREON ARE OUR PROPEI .

ALL PATEI
COPYRIGHT. THIS Dl

NTABLE AND/OR COl

THEREON BEEN PROTECTED BY RAEEIIB_ICAJI%NS FOR PATENT AND/OR

ST BE RETI

RETU! Ol El D. AND MAY NOT BE
COPIED, REPRODUCTED, OR DUPLICATED IN WHOLE OR IN PART, WITHOUT OUR SPECIFIC AUTHORIZATION IN WRITING.

4-28-17

ADDED HEIGHT DIMS
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4-11-17

1250MH

MACHINE

5061

SERIAL NUMBER

Floorplan
SUB ASSEMBLY

RH Operator Side

REMARKS

CORRECTED POWER REQUIREMENTS.

T™MC

12/1/16

CORRECTED FRAME SHAPE UNDER HOPPER FOR PURPOSES OF
CUSTOMER PLATFORM LAYOUT. ADDED I-BEAM HT. DIM.

wc

UNLESS OTHERWISE SPECIFIED:

1 - FRAC. TOLER. +1/64

1A - DECIMAL TOLERANCE X.XX = 20,01
N.XXX 2 40.002 6- CONCENTRICITY 40.00

2 - BREAK SHARP CORNERS
3 - DO NOT SCALE DRAWING

4 - REMOVE ALL BURRS MATERIAL:

5 - FINISHED SURFACES 12\5/

INCH

1 -
7 - PERPENDICULARITY +0.005 PER IN 6_
8 - ANGULARITY +0.25°

FINISH:

9/26/16

DRW BY: RT

CHK'D = ENGR. BY : SES

ADDED SIDE PLATE HOLES TO INFEED DETAIL. INFEED DETAIL
SCALE WAS 1/8 INERROR. "WESTROCK" WAS "MEADWESTVACO"

wc

DATE: 1-30-12

DATE :

8/29/16

> |m|Q|Io|imimial=

1) MOVED HOPPER BACKSTOP BACK 5.19" 2) ADDED STACK LIGHT
3) REVISED LOCATION OF ALL TRANSFORMERS)

RT

3/1/12

TITLE: DUODOZEN 1250M RHM

Packagin: stems
Atlun&!,ng):)rgia
Deols, FRANCE
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